
Wamco WB1 NVIS Green B polymeric filter 
for white LEDs 

 
Applications 
This polymeric material is optimized for NVIS Green B filtering of 
white LED light sources in edge-lit panels, LCD backlights, 
annunciators, and indicator lights. 
 
Size 
Ring and bathtub filters with 0.028-inch standard wall thickness.  
Please refer to the Wamco FP- series RING (page 3.7) and 
BATHTUB (page 3.8) filter dimensional sheets. 
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Typical performance 
Source Y% u' v' NRa* NRb*  
White LED 14 0.120 0.574 7E-11 5E-12 

(x=0.33 y=0.33) 
* Scaled to 0.1 fL. 
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Wamco BW1 polymeric “blue-white” filter 
for white LEDs  

 
Applications 
This polymeric material is optimized for “blue-white” filtering of 
white LED light sources in edge-lit panels, keyboards, 
annunciators, and indicator lights. 
 

Size 
Ring and bathtub filters with 0.028-inch standard wall thickness.  
Please refer to the Wamco FP- series RING (page 3.7) and 
BATHTUB (page 3.8) filter dimensional sheets. 
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Typical performance 

Source Y% x y 
White LED 

(x=0.29 y=0.26) 57 0.405 0.340 

(x=0.21 y=0.44) 57 0.420 0.360 

(x=0.36 y=0.36) 57 0.460 0.410 
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Wamco NVIS polymeric 
incandescent lamp assemblies 
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 Lead type S Lead type O 

 
 

Ordering information 
 

Part number: F P - X X X X D -  Y Y Y -  Z Z Z Z -  X  
 Sizes Materials Lamp Lead type 
   types S or O 
 

Sizes 
XXXX D H 
1816 0.185" + .005" 0.187" max 

2015 0.200" + .005" 0.180" max 
 

Materials YYY GA1 (Green A) 

  GB1 (Green B) 

Lamp types 
ZZZZ Voltage (V) Current (mA) MSCd (cd) 
7132 5 75 0.09 

30702 5 60 0.15 
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Wamco FP-series NVG polymeric ring filters 
for incandescent and LEDs 

 
Ordering information 
Part number: F P - X X X X D - Y Y Y  
 (Table 1) (Filter) 
 
Table 1 

XXXX O.D. I.D. L 
2412 0.242 0.186 0.125 

2015 0.200 0.144 0.15 

1816 0.185 0.128 0.16 

Custom sizes available 
 
Filter* WA1 (white LED to Green A) 

 WB1 (white LED to Green B) 

 GA1 (incandescent to Green A) 

 GB1 (white LED to Green B) / (incandescent to Green B) 

 GC1 (green LED to Comanche Green) 
 
In-stock and available for immediate delivery: 

FP-2412D-WA1, -WB1, -GB1 
FP-2015D-WA1, -WB1, -GA1, -GB1, -GC1 
FP-1816D-WB1, -GA1 

 
*Refer to individual -YYY data sheets for filter characteristics and other filters 
available. 
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Wamco FP-series NVG polymeric “bathtub” filters 
for incandescent and LEDs 

 

 
Ordering information 
Part number: F P - X X X X B D - Y Y Y  
 (Table 1) (Filter) 
 
Table 1 
XXXX O.L. W L 
2616 0.255 0.200 0.159 

3017 0.295 0.200 0.170 

Custom sizes available 
 
Filter* WA1 (white LED to Green A) 

 WB1 (white LED to Green B) 

 GA1 (incandescent to Green A) 

 GB1 (white LED to Green B) / (incandescent to Green B) 
 
In-stock and available for immediate delivery: 

F P - 2616BD - W A 1 ,  - W B 1  
F P - 3017B D - W A 1 ,  - W B 1  

 
* Refer to individual -YYY data sheets for filter characteristics and other filters 
available. 
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DISCLAIMER 
All Wamco filter and other product specifications and performance 
data are provided for reference only and are subject to change 
without notice. Data illustrate the typical magnitude or range of 
product properties, but Wamco does not guarantee their accuracy 
or applicability to any specific situation. Customers are responsible 
for verifying product performance in their specific applications and 
conditions of use. 
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